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above. Combustion takes place both in 
suspension and on the grate. 

Standard conditions means a tempera-
ture of 20 °C (68 °F) and a pressure of 
101.3 kilopascals (29.92 inches of mer-
cury). 

Twenty-four hour daily average or 24- 
hour daily average means the arith-
metic or geometric mean (as specified 
in § 60.58a (e), (g), or (h) as applicable) 
of all hourly emission rates when the 
affected facility is operating and firing 
MSW measured over a 24-hour period 
between 12 midnight and the following 
midnight. 

Untreated lumber means wood or wood 
products that have been cut or shaped 
and include wet, air-dried, and kiln- 
dried wood products. Untreated lumber 
does not include wood products that 
have been painted, pigment-stained, or 
‘‘pressure-treated.’’ Pressure-treating 
compounds include, but are not limited 
to, chromate copper arsenate, 
pentachlorophenol, and creosote. 

Waterwall furnace means a combus-
tion unit having energy (heat) recovery 
in the furnace (i.e., radiant heat trans-
fer section) of the combustor. 

Yard waste means grass, grass clip-
pings, bushes, shrubs, and clippings 
from bushes and shrubs that are gen-
erated by residential, commercial/re-
tail, institutional, and/or industrial 
sources as part of maintenance activi-
ties associated with yards or other pri-
vate or public lands. Yard waste does 
not include construction, renovation, 
and demolition wastes, which are ex-
empt from the definition of MSW in 
this section. Yard waste does not in-
clude clean wood, which is exempt from 
the definition of MSW in this section. 

[56 FR 5507, Feb. 11, 1991, as amended at 60 
FR 65384, Dec. 19, 1995; 65 FR 61753, Oct. 17, 
2000] 

§ 60.52a Standard for municipal waste 
combustor metals. 

(a) On and after the date on which 
the initial compliance test is com-
pleted or is required to be completed 
under § 60.8, no owner or operator of an 
affected facility located within a large 
MWC plant shall cause to be discharged 
into the atmosphere from that affected 
facility any gases that contain particu-
late matter in excess of 34 milligrams 
per dry standard cubic meter (0.015 

grains per dry standard cubic foot), 
corrected to 7 percent oxygen (dry 
basis). 

(b) On and after the date on which 
the initial compliance test is com-
pleted or is required to be completed 
under § 60.8, no owner or operator of an 
affected facility subject to the particu-
late matter emission limit under para-
graph (a) of this section shall cause to 
be discharged into the atmosphere 
from that affected facility any gases 
that exhibit greater than 10 percent 
opacity (6-minute average). 

(c) [Reserved] 

§ 60.53a Standard for municipal waste 
combustor organics. 

(a) [Reserved] 
(b) On and after the date on which 

the initial compliance test is com-
pleted or is required to be completed 
under § 60.8, no owner or operator of an 
affected facility located within a large 
MWC plant shall cause to be discharged 
into the atmosphere from that affected 
facility any gases that contain dioxin/ 
furan emissions that exceed 30 
nanograms per dry standard cubic 
meter (12 grains per billion dry stand-
ard cubic feet), corrected to 7 percent 
oxygen (dry basis). 

§ 60.54a Standard for municipal waste 
combustor acid gases. 

(a)–(b) [Reserved] 
(c) On and after the date on which 

the initial compliance test is com-
pleted or is required to be completed 
under § 60.8, no owner or operator of an 
affected facility located within a large 
MWC plant shall cause to be discharged 
into the atmosphere from that affected 
facility any gases that contain sulfur 
dioxide in excess of 20 percent of the 
potential sulfur dioxide emission rate 
(80 percent reduction by weight or vol-
ume) or 30 parts per million by volume, 
corrected to 7 percent oxygen (dry 
basis), whichever is less stringent. The 
averaging time is specified in 
§ 60.58a(e). 

(d) On and after the date on which 
the initial compliance test is com-
pleted or is required to be completed 
under § 60.8, no owner or operator of an 
affected facility located within a large 
MWC plant shall cause to be discharged 
into the atmosphere from that affected 
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